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Material Safety Data Sheet 
\ ~av ce usee to comoly with 

,HA's Hazard Communication Standard. 
._J CFR 1910.1200. Standard must be 
consUlted for soeclfic requirements. 

IDENTITY '..4S Usea on Lanel and Ust) 
199 PVC PIPE CEMENT 
Section i 

ManuTacturer s Name 
PERMAlITE PLASTICS 

.'; . :.' '" .~: .. : . 

Address I/'Jumoer. Street. City. State. ana ZIP COOS) 

1537 MONROVIA AVE 
NEWPORT BEACH, CA 92663 

Section II - Hazardous Ingredients/Identity Information 

Hazaraous Components (Specific Chemical Identity: Common Name(,s)) 

TETRAHYDROFARAN 109-99-9 
*METHYL ETHYL KETONE 78-93-3 

CYCLOHEXANONE 108-94-1 

u.s. Department of Labor 
Occupational SafetY and Health Adm inistratlon 
(Non-Mandatory Form i 
Form Approved 

OMS 1218-0072 

:. . .:" ~ .. ' .'-

Note: Blank spaces are not oermltted. If any Item IS not aDplicable. or no 
:nformatlon IS avaIlable. the space must be marked to indicate that. 

I 
Emergency Telephone Number 

1-800-633-0302 
Teleohone Number for Information 

714- 548-1137 
Date Preparea 

JULY 1992 
Signature of Preparer (optional) 

Other limits 
OSHA PEL ACG1H TLV Recommended % (optional) 

200PPH 200eEM filA 50-60 
200ppri 200ppr~ NLA 2Z Q 

50PPH 25PPM NLA 5-10 

~THIS PRODUCT CONTAINS TOXIC CHEMICALS SUBJECT TO THE REPORTING REQUIREMENTS OF SECTION 
313 OR TUTLE III OF THE EMERGENCY PLANNING AND COMMUNITY RIGHT-TO KNOW ACT OF 1986 AND 
1CFR372. 

Section III - Physical/Chemical Characteristics 

Vapor Pressure (mm Hg,) 

"/aoor DenSity ~AiR = 1) 

SolUbility in Water 
NEGLIGIBLE 

Aooearance ana Odor 

CLEAR LIQUID, ETHER-LIKE ODOR 
Section IV - Fire and Explosion Hazard Data 

Flash PCllit (Methea Useo) 60F TCC 

~xtlngulsn:nq Meola 

CHEMICAL FIRE EXTINGUISHER, 002 OR FOAM 

i SpeclTic Gravity (H20 = 1) 
I 
I 

i Melting Point 

i EV8ooration Rate 
! (Butyl Acetate = 1) 

F!ammaole limits i LEL 
2% 

i UEL 
I 
I 

Soeclal F:re Fiahtlna Proceaures 
,\IR SUPP[IED f1ASKS OF THE FULL FACED TYPE HUST BE WORN BY FIRE FIGHTING PERSONNEL 
iXPOSED TO VAPORS. 
Unusual ;-:re ana Exoloslon Hazaras 
EXTREHELY FLAMNABLE. VAPORS ARE HEAVIER THAN AIR AND nAY TRAVEL ALONG THE GROUND OR 
:iAY BE HOVED BY VENTILATION AND IGNITED BY PILOT LIGHTS, FLAt,tES, SPARKS, HEATERS. 

0.94 

2.5 

11. 8% 

I.Reproauce locally) OSHA 174. Sept. 1985 

" 



Section V - Reactivity Data 
Stability Unstable Ix Conditions to Avoid 

CAN FORM POTENTIALLY EXPLOSIVE PEROXIDES UPON LONG-STANDING 
Stable 

I IN AIR. 

Incompatibility (Materials to Avoid) STRONG OXIDIZERS, STRONG ALKALIES, STRONG ACIDS 

Hazardous Decomposition or Byproducts CO, C02, HC1, C1, KETONES AND OTHER TOXIC GASES 
Hazaraous May Occur Conditions to Avoid 

AVOID HEATING IF PEROXIDES ARE PRESENT Polymerization X 
Will Not Occur 

Section VI - Health Hazard Data 
Route(s) of Entry: Inhalation? 

YES 
Skin? 

YES 
ingestion? 

YES 
Health Hazards (Acute and Chronic) HAY CAUSE DERMATITIS, IRRITATION AND DRYNESS OF rrucous 

11EMBRANES AND SKIN ON PROLONGED BREATHING OF MIST OR VAPORS OR PROLONGED AND REPEATED CONTACT 

Carcinogenicity: NTP? 
NO 

IARC MOl)Qgraphs? 
NO 

OSHA Regulated? 
NO 

Signs and Symptoms of Exposure IRRITATION AND/OR DRYNESS OF SKIN, SORE THROAT, LACRIHATION, SYr.1PTOt1S 

SIMILAR TO ALCOHOL INEBRIATION AND IN HIGHER CONCENTRATIONS NARCOTIC EFFECTS. 
Medical Conditions 
Generaily Aggravated by Exposure DERMATITIS, BRONCHITIS .. COMMON COLDS. 

I 

Emergency and First Aid Procedures REr~OVE PATIENT TO WELL-VENTILATED AREA, AWAY FROM EXPOSURE TO FUME~. 

WASH AFFECTED SKIN AREAS THOROUGHLY WITH SOAP AND WATER. USE "OISTURIZING CREAMS FOR EXTREME 
Section VII - Precautions for Safe Handling and Use DRYNESS OF SKIN. IN CASE OF CONTACT t~ITH EYES FLU 
Steps to Be Taken in Case Material is Released or Spilled THOROUGHLY WITH WATER FOR 15 MIN. GET IHMEDIATE 

MEDrCAI ATTENTION IE SLIM I OWED) INDUCE VOMITING 
ELIMINATE ALL IGNITION SOURCES, USE ABSORBENT SWEEPING COMPOUND OR SAN TO ABSORB LIQUID SPILL 

PLACE ABSORBED :tATERIA IN f1ETAL CANS OR CONTAINERS. WASH DOWN SPILL AREA lHTH WATER THOROUGH 
Waste Disposal Method 

DISPOSE CONTMiINATED ABSORBENT IN LANDFILL IN ACCORDANCE WITH FEDERAl STATE, 

AND LOCAL REGULATION OF ENVIRONMENTAL CONTROL. 

Precautions to Be Taken In Handling and Storing STORE CONTAINERS AllAY FROM HEAT, SPARKS, OR OTHER IGNITION 

SOURCES. STORE IN A COOL, DRY PLACE. KEEP CONTAINERS TIGHTLY CLOSED. 

Other Precautions DO NOT TAKE INTERNALLY: HARf~FUL OR FATAL IF SWALLOWED. DO NOT SMOKE IN OR 

NEAR AREAS OF USE. 

Section VIII - Control Measures 

ResDlratory Protection (Specify Type) NONE REQU IRED UNDER NORHAL USE. 

Local Exhaust Special 
N/A 

Ventilation 
YES 

Mechanical (General) Other 
EXHAUST FANS IN CLOSED QUARTERS N/A 

Protective Gioves I Eye Protection 
SOLVENT OR OIL RESISTENT RUBBER OR PLASTIC SAFETY GLASSES OR FACE SHIELD 

Other Protective Clothing or Equipment NONE REQU I RED UNDER NORHAL USE. 

Work/Hygienic Practices WASH HANDS THOROUGHLY AFTER USE AND BEFORE EATING OR SHOKING. DO NOT SHaKE 

WHILE USING OR APPLYING MATERIAL. Page 2 ~ U.S,G.po.: 1986-491-529/45775 



Material Safety Data Sheet 
May be used to comply with 
OSHA's Hazard Communication Standard, 
29 CFR 1910.1200. Standard must be 
consulted for ecific re uirements. 

IDENTITY (AS USED ON LABEL AND LIST) 
PVC CLEAR REGULAR BODIED CEMENT 

Section I 

Manufacturer's Name: 
J.C. WHITLAM MANUFACTURING COMPANY 

Address (Number, Street, City, State, and ZIP Code): 
200 WEST WALNUT STREET 

P.O. BOX 380 

WADSWORTH, OHIO 44282-0380 

PR 

Section n .. Hazardous'IngredientslIdentity Information 
lJia:~~ •• -YfM'M •• 6JMiW:S"W' • .,.,..._ . ...."" 

HAZARDOUSCO~ONENTS 
(SPECIFIC CHEMICAL IDENTITY: COMMON NAME (S) 

METHYL ETHYL KETONE [CAS #78·93~3] 

TETRAHYDROFURAN [CAS #109-99-9] 

CYCLOHEXANONE [CAS #108-94-1] 

SHIPPING INFORMATION FOR: 

114 PINT, 112 PINT, PINT AND QUART CONTAINERS: _. 
DEPARTMENT OF TRANSPORTATION (DOT): ADHESIVES ORM-D 

SHIPPING INFORMATION FOR GALLON CONTAINERS AND ALL 

FOREIGN SHIPMENTS: ADHESIVES 3,UNI133,PGn 

Section ill .. PhysicaVChemical Characteristics 

Boiling Pohlt: 147°F (63.8°C) 

Vapor Pressure (mm Hg): 20.0 @ 68.0°F (20.0°C) 

Vapor Density (AIR = 1): 3.5 .. 
Solubility m Water: 41.7% 

HMIS CODES: H F RP PR 
3 31 H 

U.S. Department of Labor 
Occupational Safety and Health Administrator 
(Non-Mandatory Form) 
Form Approved 

. OMB No. 1218-0072 

(SPII.CeS are not permitted. If any item is not applicable, or no 
information is available, the space must be marked to indicate that 

Emergency Telephone Number: 
CHEM-TEL (800) 255·3924 

Telephone Number for Information: 
(330) 334 • 2524 

., 

Date Prepared: 1 JANUARY 1997 

Signature ofPreparer (optional): 

.. ' 

OSHA PEL ACGIHTLV OTHER LIMITS % (optional) 
Recommened 

200 ppm 200 ppm N/A 

200 ppm 200 ppm N/A 

50 ppm . 25 ppm. N/A 

~ 

a 

Specific Gravity (H2O = 1): 0.8 

Melting Point: N/A 

Evaporation Rate (Butyl Acetate = 1): 5.6 

Appearance and Odor: CLEAR VISOUS LIQUID· ETHERAL AND ACETONE LIKE ODOR 

Section IV -Fire and Explosion Hazard Data 

. -
Flash Point (Method Used): Flammable Limits: LEL: 
1°F (-17.rC) 1.1 % 

Extinguishing Media: DRY CHEMICAL, CARBON DIOXIDE, WATER FOG, FOAM OR ALCOHOL FOAM. 

Special Fire Fighting Procedures: USE SpRAy NOZZLE DISCHARGE TO ASSIST IN CONTROLLING FIRE. WEAR SELF-CONTAINED BREATHING 
APPARATUS (SCBA). DO NOT USE WATER ON FIREI WATER MAY BE USED TO COOL NEARBY CONTAINERS. 

UnUsual Fire and Explosion HaZards: VAPOR IS HEAVIER THAN AIR AND CAN TRAVEL CONSIDERABLE DISTANCE TO SOURCE OF IGNmON AND 
FLASHBACK. MATERIAL CAUSES SPECIAL HAZARD BECAUSE IT FLOATS ON WATER:.' 



Section V - Reactivity Data PVC CLEAR REGULAR BODIED CEMENT: PR 

Stability: Unstable: Conditions to Avoid: 

Stable: X HEAT, SPARKS, AND FLAME. 
... 

Incompatibility (Materials to AVOid): 
CAUSTIC SODA AND OTHER STRONG ALKALIS. STRONG INORGANIC ACIDS. AMINES. OXIDIZING AGENTS. 
Hazardous Decomposition or Byproducts: 

Hazardous May Occur: Conditions to Avoid: 

Polymerization Will not Occur: X N/A 

Section VI - Health Hazard Data 

Route(s) of Entry: Inhalation? YES Skin? YES Ingestion? YES 

Health Hazards (Acute and Chronic): 
ACUTE: INHALATION OF HIGH CONCENTRATIONS MAY CAUSE LOSS OF CONSCIOUSNESS AND MAY ENDANGER HEALTH OR LIFE. EYE 
CONTACT MAY CAUSE BURNS. CHRONIC: PROLONGED OR REPEATED CONCENTRATION MAY RESULT IN CENTRAL NERVOUS SYSTEM 
DEPRESSION AND NARCOSIS. 
Carcinogenicity: NTP? NO IARC Monographs? NO OSHA Regulated? NO 

Signs and Symptoms of Exposure: EYES: REDNESS, IRRlTATION. SKIN: REDDING AND SWELLING, DERMATITIS. INGESTION: GASTROINTESTINAL 
IRRITATION. INHALATION: IRRlTATIONOF NASAL PASSAGES-AND THROAT. CAUSES STUPOR. .. \: 
Medical Conditions 
Generally Aggravated by Exposure: RESPIRATORY DISEASES, DERMATITIS, LIVER REL\TED DISEASES OR CONDmONS. CENTRAL NERVOUS 
SYSTEM RELATED. 

Emergency and First Aid Procedures: 
INGESTION: DO NOT INDUCE VOMITING. CONTACT A PHYSICIAN IMMEDIATELY. INHALATION: MOVE TO FRESH AIR. GIVE OXYGEN 
IF NEEDED. EYE CONTACT: FLUSH EYES FOR 1S MIN1ITES. SKIN: WASH WITH SOAP AND WATER. CONTACT A PHYSICIAN IF NEEDED. 

Section vrr -Precautions for Safe Handling and Use 

Steps to Be Taken in Case Material is Released or Spilled: 
ELIMINATE IGNmON SOURCES. AVOID EYE OR SKIN CONTACT. PLACE LEAKING CONTAINERS IN WELL VENTILATED AREA. IF FIRE 
POTENTIAL EXISTS. BLANKET WITH FOAM. CONTAIN SPILL FOLLOW ALL APPLICABLE SAFETY AND REGULATORY PROCEDURES. 
waste Disposal Method: 
TIllS PRODUCT WHEN SPILLED OR DISPOSED IS A HAZARDOUS SOLID WASTE AS DEFINED IN RCRAREGULATIONS (40CFR261). PREFERRED 
METHOD IS INCINERATION OR BI(i)LOGICAL TREATMENT IN FEDERAUSTATE APPROVED FACILITY. FOLLOW APPLICABLE REGULATIONS. 

Precautions to Be Taken in Handling and Storing: 
STORE IN A COOL, WELL VENTILATED AREA KEEP AWAY FROM HEAT. SPARKS. AND FLAME. KEEP CONTAINERS CLOSED. USE SPARK 
RESISTANT TOOLS. USE ADEQUATE VENTILATION. AVOID BREATHING VAPORS. AVOID CONTACT WITH EYES. SKIN. CLOTHING. WASH 
THOROUGHLY WITH SOAP AND WATER AFrER HANDLING. 
Other Precautions: 
WASH CONTAMINATED CLOTHING THOROUGHLY BEFORE REUSE. 

Section vm - Controll\-leasures 
Respiratory Protection (Specify Type) 
NIOSH APPROVED ORGANIC VAPOR CARTRIDGE OR CANISTER RESPIRATOR OR PROVIDE NORMAL VENTILATION 

Ventilation Local Exhaust: RECOMMENDED TO CONTROL EXPOSURE. Special: NI A 

Mechanical (General): NOT RECOMMENDED AS SOLE MEANS. Other: MECHANICAL MUST BE EXPLOSION PROOF. 

Protective Gloves: Eye Protection: 

PVAGLOVES. CHEMICAL OR SAFETY GOGGLES. 

Other Protective Clothing or Equipment: 
IMPERVIOUS BODY COVERING AND BOOTS IN AREAS WHERE SPILLS AND SPLASHING CAN OCCUR. 

Work/Hygienic Practices: WASH HANDS BEFORE EATING OR USING TOILET FACILmES. 
Page 2 
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Material Safety Data Sheet 
May be used to comply with 
OSHA's Hazard Communication Standard, 
29 CFR 1910.1200. Standard must be 

IDENTITY (AS USED ON LABEL AND LIST) 
PVC CLEAR MEDIUM BODIED CEMENT 

Section I 

Manufacturer's Name: 
J.C. WHITLAM MANUFACTURING COMPANY 

Address (Number, Street, City, State, and ZIP Code): 
200 WEST WALNUT STREET 

P.O. BOX 380 

WADSWORTH, OHIO 44282-0380 

P 

Section IT - Hazardous IngredientslIdentity Information 

HAZARDOUS COMPONENTS 
(SPECIFIC CHEMICAL IDENTITY: COMMON NAME (S) 

METHYL ETHYL KETONE [CAS #78-93-3] 

TETRAHYDROFURAN [CAS #109-99-9] 

CYCLOHEXANONE [CAS #108-94-1] 

SHIPPING INFORMATION FOR: 

114 PINT, 112 PINT, PINT AND QUART CONTAINERS: 

DEPARTMENT OF TRANSPORTATION (DOT): ADHESIVES ORM-D 

SHIPPING INFORMATION FOR GALLON CONTAINERS AND ALL 

FOREIGN SHIPMENTS: ADHESIVES 3,UN1133,PGII 

Section ill - Physical/Chemical Characteristics 

Boiling Point: 147°F (63.8°C) 

Vapor Pressure (mm Hg): 20.0 @ 68.0°F (20.0°C) 

Vapor Density (AIR = 1): 3.5 .. 
Solubihty m Water: 41.7% 

HMIS CODES: H F R P 
3 31 H 

U.S. Department of Labor 
Occupational Safety and Health Administrator 
(Non-Mandatory Form) 
Form Approved 
OMB No. 1218-0072 

I j\IU !.l!;:tjlrunK ~;pac:es are not permitted. If any item is not applicable, or no 
information is available, the space must be marked to indicate that. 

Emergency Telephone Number: 
CHEM·TEL (800) 255 - 3924 

Telephone Number for Information: 
(330) 334 - 2524 

Date Prepared: 1 JANUARY 1997 

Signature of Preparer (optional): 

OSHA PEL ACGIHTLV OTHER LIMITS % (optional) 
Recommened 

200 ppm 200 ppm N/A 

200 ppm 200 ppm N/A 

50 ppm 25 ppm N/A 

I 

Specific Gravity (H20 = 1): 0.8 

Melting Point: N/A 

Evaporation Rate (Butyl Acetate = 1): 5.6 

Appearance and Odor: CLEAR VISCOUS LIQUID - ETHERAL AND ACETONE LIKE ODOR 

Section IV - Fire and Explosion Hazard Data 

Flash Point (Method U~d): 
1°F (-17.2°C) 

Flammable Limits: LEL: 
1.1% 

Extinguishing Media: DRY CHEMICAL, CARBON DIOXIDE, WATER FOG, FOAM OR ALCOHOL FOAM. 

VEL: 
11.5 % 

Special Fire Fighting Procedures: USE SPRAY NOZZLE DISCHARGE TO ASSIST IN CONTROLLING FIRE. WEAR SELF-CONTAINED BREATHING 
APPARATUS (SCBA). DO NOT USE WATER ON FIRE! WATER MAY BE USED TO COOL NEARBY CONTAINERS. 

Unusual Fire and Explosion Hazards: VAPOR IS HEAVIER THAN AIR AND CAN TRAVEL CONSIDERABLE DISTANCE TO SOURCE OF IGNITION AND 
FLASHBACK. MATERIAL CAUSES SPECIAL HAZARD BECAUSE IT FLOATS ON WATER. 

p 



PVC CLEAR MEDIUM BODIED CEMENT: P 

Stability: Unstable: Conditions to Avoid: 

Stable: X HEAT, SPARKS, AND FLAME. 
... 

Incompattblhty (Matenals to Avoid): 
CAUSTIC SODA AND OTHER STRONG ALKALIS. STRONG INORGANIC ACIDS. AMINES. OXIDIZING AGENTS. 
Hazardous Decomposition or Byproducts: 

Section VI - Health Hazard Data 

Route(s) of Entry: Inhalation? YES Skin? YES Ingestion? YES 
Health Hazards (Acute and Chronic): 
ACUTE: INHALATION OF HIGH CONCENTRATIONS MAY CAUSE LOSS OF CONSCIOUSNESS AND MAY ENDANGER HEALTH OR LIFE. EYE 
CONTACT MAY CAUSE BURNS. CHRONIC: PROLONGED OR REPEATED CONCENTRATION MAY RESULT IN CENTRAL NERVOUS SYSTEM 
DEPRESSION AND NARCOSIS. 
Carcinogenicity: NTP? NO IARC MonOgraphs? NO OSHA Regulated? NO 

Signs and Symptoms of Exposure: EYES: REDNESS, IRRITATION. SKIN: REDDING AND SWELLING, DERMATITIS. INGESTION: GASTROINTESTINAL 
IRRITATION. INHALATION: IRRITATION OF NASAL PASSAGES AND THROAT. CAUSES STUPOR. 
Medical Conditions 
Generally Aggravated by Exposure: RESPIRATORY DISEASES, DERMATITIS, LIVER RELATED DISEASES OR CONDITIONS. CENTRAL NERVOUS 
SYSTEM RELATED. 

Emergency and First Aid Procedures: 
INGESTION: DO NOT INDUCE VOMITING. CONTACT A PHYSICIAN IMMEDIATELY. INHALATION: MOVE TO FRESH AIR. GIVE OXYGEN 
IF NEEDED. EYE CONTACT: FLUSH EYES FOR 15 MINUTES. SKIN: WASH WITH SOAP AND WATER. CONTACT A PHYSICIAN IF NEEDED. 

Section vn -Precautions for Safe Handling and Use 

Steps to Be Taken in Case Material is Released or Spilled: 
ELIMINATE IGNITION SOURCES. AVOID EYE OR SKIN CONTACT. PLACE LEAKING CONTAINERS IN WELL VENTILATED AREA IF FIRE 
POTENTIAL EXISTS, BLANKET WITH FOAM. CONTAIN SPILL. FOLLOW ALL APPLICABLE SAFETY AND REGULATORY PROCEDURES. 
Waste Disposal Method: 
THIS PRODUCT WHEN SPILLED OR DISPOSED IS A HAZARDOUS SOLID WASTE AS DEFINED IN RCRA REGULATIONS (40CFR261). PREFERRED 
METHOD IS INCINERATION OR BIOLOGICAL TREATMENT IN FEDERAUSTATE APPROVED FACILITY. FOLLOW APPLICABLE REGULATIONS. 

Precautions to Be Taken in Handling and Storing: 
STORE IN A COOL, WELL VENTILATED AREA KEEP AWAY FROM HEAT, SPARKS, AND FLAME. KEEP CONTAINERS CLOSED. USE SPARK 
RESISTANT TOOLS. USE ADEQUATE VENTILATION. AVOID BREATHING VAPORS. AVOID CONTACT WITH EYES, SKIN, CLOTHING. WASH 
THOROUGHLY WITH SOAP AND WATER AFfER HANDLING. 
Other Precautions: 
W ASH CONTAMINATED CLOTHING THOROUGHLY BEFORE REUSE. 

Section vm - Control Measures 
Respiratory Protection (SpecifY Type) 
NIOSH APPROVED ORGANIC VAPOR CARTRIDGE OR CANISTER RESPIRATOR OR PROVIDE NORMAL VENTILATION 

Ventilation Local Exhaust: RECOMMENDED TO CONTROL EXPOSURE. Special: N/A 

Mechanical (General): NOT RECOMMENDED AS SOLE MEANS. Other: MECHANICAL MUST BE EXPLOSION PROOF. 

Protective Gloves: Eye Protection: 

PVAGLOVES. CHEMICAL OR SAFETY GOGGLES. 

Other Protective Clothing or Equipment: 
IMPERVIOUS BODY COVERING AND BOOTS IN AREAS WHERE SPILLS AND SPLASHING CAN OCCUR. 

WorklHygienic Practices: WASH HANDS BEFORE EATING OR USING TOILET FACILITIES. 
Page 2 
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Material Safety Data Sheet 
May be used to comply with 
OSHA's Hazard Communication Standard, 
29 CFR 1910.1200. Standard must be 

IDENTITY (AS USED ON LABEL AND LIST) 
PVC CLEAR HEAVY BODIED CEMENT . 

Section I 

Manufacturer's Name: 
lC. WHITLAM MANUF ACTURlNG COMPANY 

Address (Number, Stree~ City, State, and ZIP Code): 
200 WEST WALNUT STREET 

P.O. BOX 380 

WADSWORTH, OHIO 44282-0380 

Section IT - Hazardous IngredientslIdentity'Information 
--c' 

HAZARDOUS COMPONENTS 
(SPECIFIC CHEMICAL IDENTITY: COMMON NAME (S) 

METHYL ETHYL KETONE [CAS #78-93-3] 

TETRAHYDROFURAN [CAS #109-99-9] 

CYCLOHEXANONE [CAS #108-94-11 

SHIPPING INFORMATION FOR: 

1/4 PINT, 112 PINT, PINT AND QUART CONTAINERS: 

DEPARTMENT OF TRANSPORTATION (DOT): ADHESIVES ORM-D 

SHIPPING INFORMATION FOR GALLON CONTAINERS AND ALL 

FOREIGN SHIPMENTS: ADHESIVES 3,UN1133,PGII 

Section ill - Physical/Chemical Characteristics 

Boiling Point: 147.0°F (63.8°C) 

Vapor Pressure (mm Hg): 20.0 @ 68.0°F (20.0°C) 

Vapor Density (AIR = 1): 3.5 
.. 

Solubtbty m Water: 41.7% 

HMIS CODES: H F R P 
3 31 H 

U.S. Department of Labor 
Occupational Safety and Health Administrator 
(Non-Mandatory Form) 
Form Approved 
OMB No. 1218-0072 

NOTE: Blank spaces are not permitted. If any item is not applicable, or no 
information is available, the space must be marked to indicate that 

Emergency Telephone Number: 
CHEM-TEL (800) 255 - 3924 

- Telephone Number for Information: 
(330) 334 - 2524 

Date Prepared: 1 JANUARY 1997 

Signature of Pre parer (optional): 

OSHA PEL ACGIHTLV OTHER LIMITS % (optional) 
Recommended 

200 ppm 200 ppm N/A 

200 ppm 200 ppm N/A 

50 ppm 25 ppm' N/A 

~ 

I 

Specific Gravity (H20 = 1): 0.8 

Melting Point: N/A 

Evaporation Rate (Butyl Acetate = 1): 5.6 

Appearance and Odor: CLEAR VISCOUS LIQUID - ETHERAL AND ACETONE LIKE ODOR. 

Section IV - Fire and Explosion Hazard Data 

Flash Point (Method Used): Flammable Limits: LEL: 
1°F (-17.rC) 1.1 % 

Extinguishing Media: DRY CHEMICAL, CARBON DIOXIDE, WATER FOG, FOAM OR ALCOHOL FOAM. 

VEL: 
11.5 % 

Special Fire Fighting Procedures: USE SPRAY NOZZLE DISCHARGE TO ASSIST IN CONTROLLING FIRE. WEAR SELF·CONT AINED BREATHING 

APPARATUS (SCBA). DO NOT USE WATER ON FIRE! WATER MAYBE USED TO COOL NEARBY CONTAINERS. 

Unusual Fire and Explosion Hazards: VAPOR IS HEAVIER THAN AIR AND CAN TRAVEL CONSIDERABLE DISTANCE TO SOURCE OF IGNITION AND 

FLASHBACK. MATERIAL CAUSES SPECIAL HAZARD BECAUSE IT FLOATS ON WATER. 

HP 



PVC CLEAR HEAVY BODIED CEMENT: HP 

Stability: 

AT, SPARKS, AND FLAME. 

Incompatibility (Materials to Avoid): 
CAUSTIC SODA AND OTHER STRONG ALKALIS. STRONG INORGANIC ACIDS. AMINES. OXIDIZING AGENTS. 
Hazardous Decomposition or Byproducts: 
CO, C02, AND OXYGENATES MAY BE FORMED DURING COMBUSTION 

------------------------------------------------------~ Hazardous May Occur: to Avoid: 

Polymerization ur: 

Section VI - Health Hazard Data 

Route(s) of Entry: ation? YES Skin? YES gestion? YES 
Health Hazards (Acute and Chronic): 
ACUTE; INHALATION OF HIGH CONCENTRATIONS MAY CAUSE LOSS OF CONSCIOUSNESS AND MAY ENDANGER HEALTH OR LIFE. EYE 
CONTACT MAY CAUSE BURNS. CHRONIC: PROLONGED OR REPEATED CONCENTRATION MAY RESULT IN CENTRAL NERVOUS SYSTEM 
DEPRESSION AND NARCOSIS. 
Carcinogenicity: NTP? NO IARC Monographs? NO' OSHA Regulated? NO 

Signs and Symptoms of Exposure: EYES: REDNESS, IRRITATION. SKIN: REDDING AND SWELLING, DERMATITIS. 
INGESTION: GASTROINTESTINAL IRRITATION. INHALATION: IRRITATION OF NASAL PASSAGES AND THROAT. CAUSES STUPOR. 
Medical Conditions 
Generally Aggravated by Exposure: RESPIRATORY DISEASES, DERMATITIS, LIVER RELATED DISEASES OR CONDITIONS. CENTRAL NERVOUS 
SYSTEM RELATED. 

Emergency and First Aid Procedures: 
INGESTION: DO NOT INDUCE VOMITING. CONTACT A PHYSICIAN IMMEDIATELY. INHALATION: MOVE TO FRESH AIR. GIVE OXYGEN IF 
NEEDED. EYE CONTACT: FLUSH EYES FOR 15 MINS. SKIN: WASH WITH SOAP & WATER. CONTACT. A PHYSICIAN IF IRRITATED. 

Section vn . Precautions for Safe Handling and Use 

Steps to Be Taken in Case Material is Released or Spilled: 
ELIMINATE INGNITION SOURCES. AVOID EYE OR SKIN CONTACT. PLACE LEAKING CONTAINERS IN WELL VENTILATED AREA IF FIRE 
POTENTIAL EXISTS, BLANKET WITH FOAM. CONTAIN SPILL. FOLLOW ALL APPLICABLE SAFETY AND REGULATORY PROCEDURES. 
W~ Disposal Method: 
THIS PRODUCT WHEN SPILLED OR DISPOSED IS A HAZARDOUS SOLID WASTE AS DEFINED IN RCRA REGULATIONS (40CFR261). PREFERRED 
METHOD IS INCENERATION OR BIOLOGICAL TREATMENT IN A FEDE¥USTATE APPROVED FACILITY. FOLLOW ALL APPLICABLE 
REGULATIONS. 
Precautions to Be Taken in Handling and Storing: 
STORE IN COOL, WELL VENTILATED AREA KEEP AWAY FROM HEAT, SPARKS. AND FLAME. KEEP CONTAINER CLOSED. USE SPARK 
RESISTANT TOOLS. USE ADEQUATE VENTILATION. AVOID BREATHING VAPORS. AVOID CONTACT WITH EYES, SKIN AND CLOTHING. 
WASH THOROUGHLY WITH SOAP AND WATER AFTER HANDLING. 
Other Precautions: 
W ASH CONTAMINATED CLOTHING THOROUGHLY BEFORE RE-USE. 

Section VITI - Control Measures 
Respiratory Protection (Specify Type) 
NIOSH APPROVED ORGANIC VAPOR CARTRIDGE OR CANISTER RESPIRATOR OR PROVIDE NORMAL VENTILATION 

Ventilation Local Exhaust: Special: NI A 

RECOMMENDED TO CONTROL EXPOSURE. 

I Mechanical (General): Other: 

I NOT RECOMMENDED AS SOLE MEANS. I MECHANICAL MUST BE EXPLOSION PROOF 

Protective Gloves: ... ~ n ction: -J • 

PVAGLOVES. AL OR SAFETY GOGGLES. 

Other ProtectIve Clothing or Equipment: 
IMPERVIOUS BODY CqVERING AND BOOTS IN AREAS WHERE SPILLS AND SPLASHING CAN OCCUR. 

WorkIHygienic Practices: WASH HANDS BEFORE EATING OR USING TOILET FACILITIES. 
Page 2 r.,·~.·'\ 
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® 4700 W. 160TH Street 
P.O. Box 35906 
Cleveland, Ohio 44135 
Emergency Tel No. 
(303) 623-5716 Collect 

OATEY REGULAR CLEAR PVC SOLVEN"T CEMENT 

.~:~S=~:~~~~~~=~~S:~~~£~~~~~~l·~============~~S:=~~=!~~~~:::::::::~::::::~:::£~~£~~~~ 
Section 1 IDENTITY OF MATERIAL 

TRADE NAME ........ OATEY REGULAR CLEAR PVC SOLVENT CEMENT 
PRODUCT NUMBERS';.: 3icii2,31cit3; 310i4~~ 3~pis., '3:t.,OJ,.6~. 3.osin 
FORMULA. . . . . . . . . .. PVC Resin in Sol vent soiutiC:;n';' '~'. 
SYNONYMS .......... PVC Plastic Pipe Cement 

\ " 11 

========================~===~==~=======~==~~~========~===========~======= 
SECTION 2 

INGREDIENTS 
PVC Resin (Non-Hazardous) 
Methyl Ethyl Ketone 
Tetrahydrofuran (See SECTION 6) 
Cyclohexanone 
Acetone 

HAZARDOUS INGREDIEN"TS 

10-14% 
40-55% 
2S-40% 

5-10% 
0- 5% 

CAS NUMBER 
9002-86-2 
78-93-3 
109-99-9 
108-94-1 
67-64-1 

~ 
No 
Yes 
No 
No 
No 

========================================================================= 
SECTION 3 KNOWN HAZARDS UNDER 29 CFR 1910.1200 

HAZARDS 
Combustible Liquid 
Flammable Liquid 
Pyrophoric Material 
Explosive Material 
Unstable Material 
Water Reactive Material 
oxidizer 
Organic Peroxide 
Corrosive Material 
Compressed Gas 

x 

Irritant x 
Carcinogen NTP/IARC/OSHA (see SECTION 6) 

!iQ 
x 

x 
x 
x 
x 
x 
x 
x 
x 

x 

HAZARDS 
Skin Hazard 
Eye Hazard 
Toxic Agent 
Highly Toxic Agent 
Sensitizer 
Kidney Toxin 
Reproductive Toxin 
Blood Toxin 
Nervous System Toxin 
Lung Toxin 
Liver Toxin 

YES NO 
x 
x 
x 

x 
x 

x 
x 

x 
x 
x 
x 

-~=========================~===~======~====~~~======~=~=====~=============== CTION'4' REGULATION 

CHEMICAL TLV (TWA) PEL (Transitional, Limits) STEL Hazard Action Level 
Methyl Ethyl Ketone 200 ppm, S90 mg-/cu m 200 ppm, 590 mg/cu m' 300 ,ppm, 88S mgjcu Tn Ii/A 
Tetrahydrofuran 200 ppm, 590 mg/cu m 200 ppm, S90 mg/cu m 250 ppm, 73S 'mg/cu Tn N/A 
Cyc1 ohexanone 2S ppm, 100 mg/cu m (skin) so ppm, 200 mg/cu m 100 ppm, 400 mg/cu m N/A 
Acetone 7S0 ppm, 1800 mg/cu m 1000 t;>pm,2400 mg/cu m 1000 ppm, 2400 mg/cu m N/A 

============================================================================ 
SECTION 5 REGULATED IDEN"TIFlCATION 

DOT PROPER SHIPPING NAME ........ CONSUMER COMMODITY ORM-Dj For gallons: Adhesive, (Contains 
Tetrahydrofuran, Methyl Ethyl Ketone) 3, UNl133, PG II, Cement-002 

DOT HAZARD CLASS ............... Flammable Liquid 
SHIPPING ID NUMBER .............. NA 1133 (Gallons only) 
EPA HAZARDOUS WASTE ID NUMBER ... D-OOl 
EPA HAZARD WASTE CLASS .......... Ignitable waste/Toxic Waste 

============================================================================ 
SECTION 6 EFFECTS OF EXPOSURE 

ENTRY ROUTE ..... INHALE/YES INGEST/YES SKIN/YES EYE/YES 
INHALATION ...... May cause irritation of mucous membranes, nose & throat, headache, dizziness, nausea, numbness of the 

extremities and narcosis in high concentrations. Has caused CNS depression & liver damage in animals, & high 
concentrations have caused retardation of fetal development in rats. 

TETRAHYDROFURAN The National Toxicology Program has reported that exposure of mice and rats to Tetrahydrofuran (THF) vapor 
WARNING ..... levels up to 1800 ppm 6 hr/day, 5 days/week for their lifetime caused an increased incidence of kidney tumors 

in male rats and liver tumors in female mice. The significance of these findings for human health are 
unclear at this time, and may be related to "species specific" effects. Elevated incidences of tumors 
in humans have not been reported for THF. THF is not listed as a carcinogen byNTP, IARC, or OSHA. 
One THF vendor has recommended a reduction in the "acceptable exposure limit" from 200 ppm to 25 ppm, 
8 and 12 hour time weighted average. 

SKIN ............ Chronic contact may lead to irritation & dermatitis. Chronic exposure to vapors of high concentration may 
cause dermatitis. May possibly be absorbed through the skin. 

EYE ............. Vapors or direct contact may cause irritation. 
INGESTION ....... May be aspirated into the lungs or cause systemic effects described under inhalation. 
TARGET ORGANS ... Eye, Skin, Kidney, Lung, Liver, Central Nervous System 

(Continued on next page) 



OATEY REGULAR CLEAR PVC SOLVENT CEMENT 

============================================================================ 
SECTION 7 EMERGENCY AND FIRST AID PROCEDURES 303/623-5716 COLLECT 

SKIN ......... If irritation arises, wash thoroughly with soap and water. Seek medical attention if irritation persists. 
EyES ......... If fumes cause irritation, move to fresh air and irrigate eyes with water for 15 minutes. If irritation 

persists, seek medical attention. 
INHALATION ... Move to fresh air. If breathing is difficult, give oxygen. If not breathing, give artificial respiration. 

Keep victim quiet and warm. Call a poison control center or physician immediately. 
INGESTION .... Drink water and call a poison control center or physician immediately. Avoid alcoholic beverages. Never give 

anything by mouth to an unconscious person. 
============================================================================ 
SECTION 8 PHYSICAL AND CHEMICAL PROPERTIES 

NFPA HAZARD SIGNAL ........ HEALTH 2 STABILITY 1 FLAMMABILITY 3 SPECIAL NONE 
BOILING POINT ............. 151 Degrees F / 66 C 
MELTING POINT ............. N/A 
VAPOR PRESSURE ............ 145 mmHg @ 20 Degrees C 
VAPOR DENSITY (AIR = 1) ... 2.5 
VOLATILE COMPONENTS ....... 88 +/- 2% 
SOLUBILITY IN WATER ....... Negligible 
PH ..................... '" N/A 
SPECIFIC GRAVITY .......... 0.90 +/- 0.015 
EVAPORATION RATE .......... (BUAC = 1) = 5.5 - 8.0 
APPEARANCE ................ Clear Liquid 
ODOR. . . . . . . . . . . . . . . . . . . . .. Ether-Like 
WILL DISSOLVE IN .......... Tetrahydrofuran 
MATERIAL IS ............... Liquid 
============================================================================ 
SECTION 9 FIRE AND EXPLOSION HAZARD DATA 

FLAMMABILITy ...................... LEL =1.8 UEL= 11.8 % Volume 
FLASHPOINT AND METHOD USED ........ 0 - 5 Degrees F. / PMCC 
STABILITy ......................... Stable CONDITIONS TO AVOID: Heat, sparks and open flame. HAZARDOUS DECOMP. PDTS.: 

Carbon monoxide/ carbon dioxide/hydrogen chloride/smoke. 
HAZARDOUS POLYMERIZATION .......... will Not Occur. CONDITIONS TO AVOID: None 
INCOMPATIBILITY/MAT. TO AVOID .. '" Acids, oxidizing materials, alkalis, chlorinated inorganics (potassium, calcium and 

sodium hypochlorite), copper or copper alloys. 
SPECIAL FIRE FIGHTING PROCEDURE ... FOR SMALL FIRES: Use dry chemical, C02, water or foam extinguisher. FOR LARGE FIRES: 

Evacuate area and call Fire Department immediately. 
============================================================================ 
SECTION 10 SPILL AND DISPOSAL INFORMATION 

SPILL OR LEAK PROCEDURES ... ventilate area, stop leak if it can be done without risk. Take up with sand, earth, or other 
non-combustible absorbing material. ' 

WASTE DISPOSAL ............. Dispose of according to local, state, and Federal regulations. 
============================================================================ 
SECTION 11 SAFE USAGE DATA 

PROTECTIVE EQUIPMENT TYPES ... EYES: Safety glasses with side shields. RESPIRATORY: NIOSH-approved cannister respirator in 
absence of adequate ventilation. GLOVES: Rubber gloves. OTHER: Eye wash and safety shower 
should be available. 

VENTILATION .................. GENERAL MECHANICAL: Exhaust ventilation capable of maintaining emissions at the point of use 
below PEL. LOCAL EXHAUST: Open doors & windows. If used in enclosed area, use exhaust fans. 

PRECAUTIONS .................. HANDLING & STORAGE: Keep away from heat, sparks and flames; store in cool, dry area OTHER: 
Containers, even empties will retain residue and vapors. 

============================================================================ 
SECTION 12 MANUFACTURER OR SUPPLIER DATA 

FIRM NAME & MAILING ADDRESS ... OATEY CO., 4700 West 160th Street/P.O. Box 35906 Cleveland, ohio 44135 
OATEY PHONE NUMBER ............ (216) 267-7100 
EMERGENCY PHONE NUMBER: ....... For Emergency First Aid call (303) 623-5716 (COLLECT) For chemical transportation emergencies 

ONLY, call Chemtrec at 1-800-424-9300 
============================================================================ 
SECTION 13 DISCLAIMER 

The information herein has been compiled from sources believed to be reliable, up-to-date, and is accurate to the best of 
our knowledge. However, Oatey cannot give any guarantees regarding information from other sources, and expressly does not 
make warranties, nor assumes any liability for its use. 

,jUN 6 

," 



® 

OATEY MEDIUM CLEAR PVC CEMENT 

4700 W. 160TH Street 
P.O. Box 35906 
Cleveland, Ohio 44135 
Emergency Tel No. 
(303) 623-5716 Collect 

:est Revision Date ... 05/28/97 Date of Iflpue ........ 06/04/98 
.=============================~====================~~=================== 

Section 1 IDENTITY OF MATERIAL 
TRADE NAME ........ OATEY MEDIUM CLEAR PVC CEMENT 
PRODUCT NUMBERS ... 31017, 31018, 31019, 31020, 31021 
FORMULA ........... PVC Resin in Solvent Solution 
SYNONYMS .......... PVC Plastic Pipe Cement 

========================================================================= 
SECTION 2 

INGREDIENTS 
PVC Resin (Non-Hazardous) 
Tetrahydrofuran (See SECTION 6) 
Methyl Ethyl Ketone 
Cyclohexanone 
Amorphous Silica 
Acetone 

HAZARDOUS INGREDIENTS 

10-14% 
30-40% 
30-48% 

5-10% 
1- 3% 
0- 5% 

CAS NUMBER 
9002-86-2 
109-99-9 
78-93-3 
108-94-1 
112945-52-5 
67-64-1 

SEC 313 
No 
No 
Yes 
No 
No 
No 

========================================================================= 
SECTION 3 

HAZARDS 
Combustible Liquid 
Flammable Liquid 
Pyrophoric Material 
Explosive Material 
Unstable Material 
Water Reactive Material 
oxidizer 
Organic Peroxide 
Corrosive Material 
Compressed Gas 
Irritant 
Carcinogen NTP/IARC/OSHA 

KNOWN HAZARDS UNDER 29 CFR 1910.1200 

x 

x 
(see SECTION 6) 

!iQ 
x 

x 
x 
x 
x 
x 
x 
x 
x 

x 

HAZARDS 
Skin Hazard 
Eye Hazard 
Toxic Agent 
Highly Toxic Agent 
Sensitizer 
Kidney Toxin 
Reproductive Toxin 
Blood Toxin 
Nervous System Toxin 
Lung Toxin 
Liver Toxin 

~ NO 
x 
x 
x 

x 
x 

x 
x 

x 
x 
x 
x 

============================================================================ 
'eTION 4 REGULATION 

CHEMICAL TLV (TWA) PEL (Transitional Limits) STEL Hazard Action Level 
Tetrahydrofuran 200 ppm, 590 mg/cu m 200 ppm, 590 mg/cu m 250 ppm, 735 mg/cu m N/A 
Methyl Ethyl Ketone 200 ppm, 590 mg/cu m 200 ppm, 590 mg/cu m 300 ppm, 885 mg/cu m N/A 
Cyclohexanone 25 ppm, 100 mg/cu m (skin) 50 ppm, 200 mg/cu m 100 ppm, 400 mg/cu m N/A 
Acetone 750 ppm,1800 mg/cu m 1000 ppm, 2400 mg/cu m 1000 ppm, 2400 mg/cu m N/A 
Amorphous Silica 10 mg/cu m 20 mppcf N/A N/A 

============================================================================ 
SECTION 5 REGULATED IDENTIFICATION 

DOT PROPER SHIPPING NAME ........ CONSUMER COMMODITY ORM-D; For gallons: Adhesive, (Contains 
Tetrahydrofuran, Methyl Ethyl Ketone) 3, UNl133 , PG IIi Cement-002' 

DOT HAZARD CLASS ................ Flammable Liquid 
SHIPPING ID NUMBER .............. NA 1133 (Gallons only) 
EPA HAZARDOUS WASTE ID NUMBER ... D-001 
EPA HAZARD WASTE CLASS .......... Ignitable Waste/Toxic Waste 

============================================================================ 
SECTION 6 EFFECTS OF EXPOSURE 

ENTRY ROUTE ..... INHALE - YES INGEST - YES SKIN - YES EYE - YES 
INHALATION ...... May cause irritation of mucous membranes, nose & throat, headache, dizziness, nausea, numbness of the 

extremities and narcosis in high concentrations. Has caused CNS depression & liver damage in animals, & high 
concentrations have caused retardation of fetal development in rats. 

TETRAHYDROFURAN The National Toxicology Program has reported that exposure of mice and rats to Tetrahydrofuran (THF) vapor 
WARNING ...... levels up to 1800 ppm 6 hr/day, 5 days/week for their lifetime caused an increased incidence of kidney tumors 

in male rats and liver tumors in female mice. The significance of these findings for human health are 
unclear at this time, and may be related to "species specific" effects. Elevated incidences of tumors 
in humans have not been reported for THF. THF is not listed as a carcinogen by NTP, IARC, or OSHA. 
One THF vendor has recommended a reduction in the "acceptable exposure limit" from 200 ppm to 25 ppm, 
8 and 12 hour time weighted average. 

SKIN ............ Chronic contact may lead to irritation & dermatitis. Chronic exposure to vapors of high concentration may 
cause dermatitis. May possibly be absorbed through the skin. 

EYE ............. Vapors or direct contact may cause irritation. 
INGESTION ....... May be aspirated into the lungs or cause systemic effects described under inhalation. 
TARGET ORGANS ... Eye, Skin, Kidney, Lung, Liver, Central Nervous System 

(Continued on next page) 



OATEY MEDIUM CLEAR PVC CEMEN'T 

SKIN ........ , If irritation arises, wash thoroughly with soap and water. Seek medical attention if irritation persists. 
EYES ......... If fumes cause irritation, move to fresh air and irrigate eyes with water for 15 minutes. If irritation 

persists, seek medical attention. 
INHALATION ... Move to fresh air. If breathing is difficult, give oxygen. If not breathing, give artificial respiration. 

Keep victim quiet and warm. Call a poison control center or physician immediately. 
INGESTION .... Drink water and call a poison control center ~r physician immediately. Avoid alcoholic beverages. Never give 

anything by mouth to an unconscious person. 
================================================-============================ 
SECTION 8 PHYSICAL .AND CHEMICAL PROPERTIES" 

NFPA HAZARD SIGNAL ........ HEALTH 2 STABILITY 1 FLAMMABILITY, 3 SPECIAL NONE 
BOILING POINT ............. 151 Degrees F / 66 C 
MELTING POINT ............. N/A 
VAPOR PRESSURE ............ 145 mmHg @ 20 Degrees C 
VAPOR DENSITY (AIR = 1} ... 2.5 
VOLATILE COMPONENTS ....... 88 +/- 2% 
SOLUBILITY IN WATER ....... Negligible 
PH ..................... '" N/A 
SPECIFIC GRAVITy .......... 0.94 +/- 0.01 
EVAPORATION RATE .......... (BUAC = 1) = 5.5 - 8.0 

APPEARANCE ................ Clear Liquid 
ODOR. . . . . . . . . . . . . . . . . . . . .. Ether-Like 
WILL DISSOLVE IN .......... Tetrahydrofuran 
MATERIAL IS ............... Liquid 
============================================================================ 
SECTION 9 FIRE .AND EXPLOSION HAZARD DATA 

FLAMMABILITy ...................... LEL =1.8 % Volume DEL= 11.8 % Volume 
FLASHPOINT AND METHOD USED ........ 0 - 5 Degrees F. / PMCC 
STABILITy ......................... Stable CONDITIONS TO AVOID: Heat, sparks and open flame. HAZARDOUS DECOMP. PDTS.: 

Carbon monoxide/ carbon dioxide/hydrogen chloride/smoke. 
HAZARDOUS POLyMERIZATION .......... will Not Occur. CONDITIONS TO AVOID: None 
INCOMPATIBILITY/MAT. TO AVOID ..... Acids, oxidizing materials, alkalis, chlorinated inorganics (potassium, calcium and 

sodium hypochlorite), copper or copper alloys. 
SPECIAL FIRE FIGHTING PROCEDURE ... FOR SMALL FIRES: Use dry chemical, C02, water or foam extinguisher. FOR LARGE FIRES: 

., EVqcuatear:7?- ,andc<;\.ll F~re De;;p;artment immE;ldiately. ': ," " ',,' , 
============================================================================ 
SECTION 10 SPILL AND DISPOSAL'INFORMATION 

SPILL OR LEAK PROCEDURES.;. Ventilate' area', stop ieak if it can"oe done wit:n~ut risk. Take up '~it:h s~d"~!'Irthl or other' 
non-c;mbustible~bsorbing material. ' ':',' 

WASTE DISPOSAL ............. Dispose 6f~~cord:ing to local, st~te; and Federal regulations. 
============================~=============~================================= 
SECTION 11 SAFE USAGE DATA 

PROTECTIVE EQUIPMENT TYPES ... EYES: Safety glasses with side shields. RESPIRATORY: NIOSH-approved cannister respirator in 
absence of adequate ventilation. GLOVES: Rubber gloves. OTHER: Eye wash and safety shower 
should be available. 

VENTILATION .................. GENERAL MECHANICAL: Exhaust ventilation capable of maintaining emissions at the point of use 
below PEL. LOCAL EXHAUST: Open doors & windows. If used in enclosed area, use exhaust fans. 

PRECAUTIONS .................. HANDLING & STORAGE: Keep away from heat, sparks and flames; store in cool, dry place. OTHER: 
containers, even empties will retain residue and vapors. 

============================================================================ 
SECTION 12 MANUFACTURER OR SUPPLIER DATA 

FIRM NAME & MAILING ADDRESS ... OATEY CO., 4700 West 160th Street, P.O. Box 35906 Cleveland, Ohio 44135 
OATEY PHONE NUMBER ............ (216) 267-7100 
EMERGENCY PHONE NUMBER: ....... For Emergency First Aid call (303) 623-5716 COLLECT For chemical transportation emergencies 

ONLY, call Chemtrec at 1-800-424-9300 
===========.================================================================= 
SECTION 13 DISCLAIMER 

The information herein has been compiled from sources believed to be reliable, up-to-date, and is accurate to the best"of 
our knowledge. However, Oatey cannot give any guarantees regarding information from other sources, and expressly does not 
make warranties, nor assumes any liability for its use. 
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® 4700 W. 160TH Street 
P.O. Box 35906 
Cleveland, Ohio 44135 
Emergency Tel No. 
(303) 623-5716 Collect 

':est Revision Date of Issue ........ 06/04/98 
-----------------------------------------------------------------------section-i-------------------IDENTITy-OF-MATERIAL-------------------------

TRADE NAME. . . . . . .. HEAVY DUTY CLEAR SOLVENT CEMENT 
PRODUCT NUMBERS ... 30850, 30863, 30876, 30882, 31008, 31011 
FORMULA ... :. ;.; ..... PVC Resin' ih' Solvent ,S~~1i~Joh"r" ." \ 
SYNONYMS. . . . . . . . .. PVC Plastic Pipe Cement ' ;,' ", 

========================================================================= 
SECTION 2 

INGREDIENTS 
PVC Resin (Non-Hazardous) 
Tetrahydrofuran (See SECTION 6) 
Acetone 
cyclohexanone 
Methyl Ethyl Ketone 
Amorphous Silica 

HAZARDOUS INGREDIENTS 

15-20% 
40-50% 

0- 5% 
12-18% 
15-25% 
2- 4% 

CAS NUMBER 
9002-86-2 
109-99-9 
67-64-1 
108-94-1 
78-93-3 
112945-52-5 

SEC 313 
No 
No 
No 
No 
Yes 
No 

========================================================================= 
SECTION 3 KNOWN HAZARDS UNDER 29 CFR 1910.1200 

HAZARDS 
Combustible Liquid 
Flammable Liquid 
Pyrophoric Material 
Explosive Material 
Unstable Material 
Water Reactive Material 
oxidizer 
Organic Peroxide 
Corrosive Material 
Compressed Gas 
Irritant 

x 

x 
Carcinogen NTP/IARC/OSHA (see SECTION 6) 

!:!Q 
x 

x 
x 
x 
x 
x 
x 
x 
x 

x 

HAZARDS 
Skin Hazard 
Eye Hazard 
Toxic Agent 
Highly Toxic Agent 
Sensitizer 
Kidney Toxin 
Reproductive Toxin 
Blood Toxin 
Nervous System Toxin 
Lung Toxin 
Liver Toxin 

YES NO 
x 
x 
x 

x 
x 

x 
x 

x 
x 
x 
x 

============================================================================ 
('"1'G,CTION "4 :: REGULATION' --

CHEMICAL TLV (TWA) PEL (Transitional Limits) STEL Hazard Action Level 
Tetrahydrofurari ,. 200' ppin, , 590' mg/cu m "200 'ppm; 590 'ing/eu m 250 ppm,' 735 mg/eu m 'N/A"" 
Acetone 750 ppm, 1800 mg/cu m 1000 PPnl,2400 mg/cu in 1000 ppm~'2460 kg/btl m N/A 
cyclohexanone 25 ppm, 100 mg/cu m (skin) 25 ppm, 100 mg/cu m 100 ppm; 400 ~g/cu m N/A 
Methyl Ethyl Ketone 200 ppm, 590 mg/cll Tn 20ci ppm, 590 mg/cu m 300 ppm, 885 mg/cu m N/A 
Amorphous Silica 10 mg/cu m 20 mppcf N/A N/A 

============================================================================ 
SECTION 5 REGULATED IDENTIFICATION 

DOT PROPER SHIPPING NAME ........ CONSUMER COMMODITY ORM-Di For gallons: Adhesive; (Contains 
Tetrahydrofuran, Acetone) 3, UN 1133, PG II, Cement-001 

DOT HAZARD CLASS ................ Flammable Liquid 
SHIPPING ID NUMBER .............. NA 1133 (Gallons only) 
EPA HAZARDOUS WASTE ID NUMBER ... D-001 
EPA HAZARD WASTE CLASS .......... Ignitable Waste 

============================================================================ 
SECTION 6 EFFECTS OF,EXPOSURE 

ENTRY ROUTE ..... INHALE - YES INGEST - YES SKIN - YES EYE - YES 
INHALATION ..... . 

TETRAHYDROFURAN 
WARNING ..... . 

SKIN ........... . 

May cause irritation of mucous membranes, nose & throat, headache, dizziness, nausea, numbness of the 
extremities and narcosis in high concentrations. Has caused CNS depression & liver damage in animals, & high 
concentrations have caused retardation of fetal development in rats. 
The National Toxicology Program has reported that exposure of mice and rats to Tetrahydrofuran (THF) vapor 
levels up to 1800 ppm 6 hr/day, 5 days/week for their lifetime caused an increased incidence of kidney tumors 
in male rats and liv~r tumors in female mice. The significance of these findings for human health are 
unclear at this time, and may be related to "species specific" effects. Elevated incidences of tumors in 
humans have not been reported for THF. THF is not listed as a carcinogen byNTP, IARC, or OSHA. 
One THF vendor has recommended a reduction in the "acceptable exposure limit" from 200 ppm to 25 ppm, 
8 and 12 hour time weighted average. 
Chronic contact may lead to irritation & dermatitis. Chronic exposure to vapors of high concentration may 
cause dermatitis. May possibly be absorbed through the skin. 

BYE ............. Vapors or direct contact may cause irritation. 
INGESTION ....... May be aspirated into the lungs or cause systemic effects described under inhalation. 
TARGET ORGANS ... Eye, Skin, Kidney, Lung, Liver, Central Nervous System 

(Continued on next page) 
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